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1" - 3" TYPICAL

TACTILE MESSAGE AND BRAILLE MUST FALL 
WITHIN THE COMPLIANT INSTALL ZONE, AS 
SHOWN.

SHADED AREA INDICATES
ADA COMPLIANT INSTALL ZONE

LOCATE SIGN ON LATCH SIDE OF DOOR

NOTE: NEW REGULATIONS SHOWN HERE EFFECTIVE MARCH 15, 2012.

NOT TO SCALE

ADA COMPLIANT SIGN INSTALLATION GUIDELINES

R OOM #
BRAILLE

ROOM #

BRAILLE

FOR MULTIPLE SIGN TYPES USED 
IN CORRIDORS AT DIFFERENT 

DOORS, ALIGN SIGNS AT BOTTOM

R OOM #
BRAILLE

PICTOGRAM & ROOM 
NUMBER EXAMPLE

1"LEFT JUSTIFY 
SIGNAGE ROOM #

BRAILLE

*ALL ROOMS MUST HAVE A ROOM 
NUMBER SIGN. EXAMPLE ABOVE 
SHOWS PLACEMENT AND 
ALIGNMENT WHEN MULTIPLE SIGNS 
ARE INSTALLED AT ONE DOOR.

EXIT ROUTE

TYPE D
8-1/2" W x 13-3/4" H

8 1/2"

13 3/4"

1/4"

1/2"

ALL GENDER
MULTI-USER
RESTROOM

8"

9 5/16"

TYPE K
8" W x 9" H

(BRAILLE)

ALL GENDER
RESTROOM

8"

9"

TYPE H
8" W x 9" H

(BRAILLE)

WOMEN

8"

9"

TYPE F (men or women)
8" W x 9" H

(BRAILLE)

MEN
(BRAILLE)

WOMEN

8"

9"

TYPE G (men or women)
8" W x 9" H

(BRAILLE)

MEN
(BRAILLE)

.

230
(BRAILLE)

4"

2"

TYPE A
4" W x 2" H

2"

2 1/4"

1/2"

1/4"

6"

TYPE B
6" W x 5" H

5"

paper insert
provided by UO

011
(BRAILLE)

Lacquered brushed 
aluminum accent strip.

1/16" Raster Braille plaque.
White raised copy and braille.
Black color.

SIGNAGE KEY

ALL GENDER
RESTROOM

8"

9"

TYPE J
8" W x 9" H

(BRAILLE)

101
(BRAILLE)

6"

3"

TYPE C
6" W x 3" H

STORAGE

ALL GENDER
MULTI-USER
RESTROOM

8"

9 5/16"

TYPE M
8" W x 9" H

(BRAILLE)

Lacquered brushed 
aluminum accent strip.

Lacquered brushed 
aluminum accent strip.

Lacquered brushed 
aluminum accent strip.

3/4" Thumb slider notch.

paper insert
provided by UO

paper insert
provided by UO

3/4" Thumb slider notch.

TYPE E
8-1/2" W x 13-3/4" H

8 1/2"

2"

3/4"

13 3/4"

2"

11"

11"
3/4" Thumb slider notch.

011
(BRAILLE)

Lacquered brushed 
aluminum accent strip.

Lacquered brushed 
aluminum accent strip.

MINIMUM
6" FIELD
HEIGHT FOR
PICTOGRAM
(TYPICAL)

• PROOFS ARE REQUIRED PRIOR TO ORDERING.

• FONT: KEIVIT PRO MEDIUM
COLOR: BLACK BACKGROUND WITH WHITE LETTERS.
PROVIDE BLACK VINYL BACKER FOR SIGNAGE INSTALLED ON GLASS.

• ALL PICTOGRAMS SHALL HAVE A FIELD HEIGHT OF 6" MIN. CHARACTERS AND BRAILLE 
SHALL NOT BE LOCATED IN THE PICTOGRAM FIELD.

• CHARACTER HEIGHT OF ALL TEXT MUST BE 5/8" MINIMUM AND 2" MAXIMUM BASED ON 
THE HEIGHT OF THE UPPERCASE LETTER "I". BRAILLE SHALL BE GRADE 2.

• PROVIDE "STAND OFF" MOUNT AT ALL SIGNAGE CONTAINING A THUMB SLIDER WHEN 
RECESSED BETWEEN ADJACENT SURFACES. MODIFY DEPTH OF STAND OFF TO ALLOW 
FOR SIGN FACE TO BE FLUSH WITH ADJACENT SURFACES.

• BRAILLE SHALL BE CONTRACTED (GRADE 2) AND SHALL COMPLY WITH SECTIONS 703.3 
AND 703.4 OF 2010 ADA STANDARDS FOR ACCESSIBLE DESIGN.

• TYPE C SIGNS SHOULD ONLY BE USED FOR ROOMS WHERE THE FUNCTION IS UNLIKELY 
TO CHANGE. FOR EXAMPLE: MECHANICAL, NETWORK, CUSTODIAL, ETC. FONT SIZE NO 
LESS THAN 5/8", INCREASE SIZE OF SIGN OVERALL IF NEEDED OR RE-EVALUATE 
WORDING TO FIT.

• 3 OR MORE LINES OF TEXT PLUS BRAILLE, ADJUST SIGN HEIGHT TO MAINTAIN MINIMUM 
DIMENSIONS IN COMPLIANCE WITH CHAPTER 7 2010 ADA STANDARDS.
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GENERAL NOTES

UNIVERSITY OF OREGON
DESIGN & CONSTRUCTION

1295 FRANKLIN BLVD.
EUGENE, OR 97403

(541) 346-8292

REVISIONS

C
A

M
P

U
S

 IN
T

E
R

IO
R

 S
IG

N
A

G
E

 S
T

A
N

D
A

R
D

S

S
IG

N
A

G
E

 D
E

T
A

IL
S

1/
17

/2
01

9 
2:

49
:4

2 
P

M

ISSUE DATE: 1/17/2019

Revision
Number

Revision
Description

Revision
Date


	Sheets
	zA006 - SIGNAGE DETAILS


